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Underfloor heating

Insulation Board - RRB

Typical Isometric

Typical Cross-section

Overview
The ‘RRB’ is a low-profile high density rigid board 
with a glass-fibre reinforced cement finish suitable for 
direct fixing to the sub-floor and tiling. As part of our 
‘On-Base’ underfloor heating range, the 20mm thick 
XPS300 insulation board is pre-grooved for 16mm 
underfloor heating systems. Available in multiple panel 
designs, site routing is reduced and loop returns are 
incorporated without requiring additional components.

Application 
Suitable for both solid and timber subfloors, the boards 
can be used throughout a floor or tiled rooms only. 
Boards can be either mechanically fixed or adhered to 
the sub-floor ready for tile application. Combine with 
other ‘On-Base’ board systems to produce an optimised 
underfloor heating system to suit different sub-floors 
and varying floor finishes.

Nominal Thickness (excluding floor finish)  
Typically 20mm depending on fixing method to sub-
floor and floor finish.

Features and Benefits
•	 ’On-Base’ floor construction
•	 Low-profile system
•	 Lightweight
•	 Direct tiling
•	 Universal panel design
•	 Rapid response time

System Performance
Heating Output

Response Time

Water Temperature

Options Available
•	 Multiple board designs
•	 Sub-floor mechanical fixings
•	 Flanking edge insulation
•	 Pipe decoiler

Typical Floor Construction

1 Floor covering

2 Underfloor heating pipe

3 Pre-grooved insulation board with cement finish

4 Subfloor
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